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Digital multimeters
and digital clamp meter
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NCV - Non-Contact Voltage Detection NCV test LED indicator
The safest way to make sure the power
is off without touching any wires

LED torch

Make your work safer and
easier by illuminating dimly
lit inspection areas

Compact and sturdy
design featuring test

leads holders Rotary function switch

ks Data hold function and
backlight button

HOLD/BL  yay

Magnetic hanger
for hands-free operation

Easy-to-read LCD display

Slim ergonomic design
for measuring in tight
cable compartments

Built-in tilt stand |

CT44051 CT44053

Voltage AC: max volt 600 V 750V 600 V
Voltage AC: max resolution 1000mV 0,1 mV TmV
Voltage DC: max volt 600 V 1000V 600 V
Voltage DC: max resolution 0,1 mV 0,1 mV 0,1 mV
Current AC: max amps = 20A 600 A
Current AC: max resolution - 0,1 A T mA
Current DC: max amps 10A 20A =
Current DC: max resolution 1 pA 0,1 pA =
Resistance: max resistance 20 MQ 60 MQ 20 MQ
Resistance: max resolution 0,10Q 010Q 0,10Q
Capacitance: max capacitance = 100 mF =
Capacitance: max resolution = 0,001 nF =
Frequency: max frequency = 10 MHz -
Frequency: max resolution = 0,001 Hz =
Temperature range = -20°C/+1000°C =
Pliers opening = - 25 mm
Diode test . . .
Continuity test . . J
NCV . . .
Transistor test . - -
LCD backlight . . .
Torch light . . .
Max record function - - .



